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  TECHNICAL DATA SHEET 

DESCRIPTION 

 

P5280 & N5912 is varnish composed of polyaspartate and isocyanate, used for automotive surface protection. 

TYPICAL PHYSICAL PROPERTIES 
Physical Properties Value Result Test Method Standard 

Impact resistance 100 Kg · cm GB/T 1732-2020 

Adhesion test ≤1  ISO 2409 

Hardness by pencil test 6H  GB/T 6739-2006 

Gloss (60°) 100 GU ISO2813 

 

TWO COMPONENTS PRODUCT SPECIFICATIONS 
Property Component A Component B 

Product Name P5280 N5912 

Appearance 
Colorless or slightly yellow 

transparent liquid 
Colorless transparent liquid 

Density (25°C) 1.04 g/cm3 1.04 g/cm3 

Viscosity (25°C) approx. 150 cps 100 cps 

Shelf Life 12 months 6 months** 

 **Please test before using after 6 months storage. 

REACTIVE PROFILE 

Pot life Hard drying Time Full cure Time 
1.5 hours (23°C） 2 days (23°C） 28 days (23°C) 

 4 hours (80°C） 16 hours (80°C) 

  2 hours (180°C) 

 

APPLICATION  
Component A: Component B = 1 : 1 (mass ratio) 

Environment: dust-free workshop 

STORAGE RECOMMENDATIONS 
The product should be stored in the sealed container to avoid the absorption of water vapor.  During the transportation, it should avoid serious 

shake and strong sunlight. It should be stored in ventilated place, avoiding light, water and fire. Recommended storage temperature is 5°C to 

25°C. 

SAFETY PRECAUTIONS: 
Direct contact with product can lead to moderate eye irritation and mild skin irritation, which can cause skin allergies. Repeated inhalation of 

high concentration of volatile gas will cause respiratory allergy and should be treated immediately. Anti- inflammatory and anti-allergic treatment 

measures should be taken. Please be careful in the operation to prevent contact with the skin and splash into the eye, please wear the necessary 

protective equipment (gloves, protective goggles, working clothes, etc.). Once splashed on the skin or the eye, rinse with water immediately for 

at least 15 minutes, and the skin is washed with soapy water. Please seek medical treatment immediately after swallowed. 

COMBUSTION AND EXPLOSION HAZARDS:  
This product is not classified as a flammable liquid, explosives, oxidants, corrosives, poisons and radioactive dangerous goods during storage and 

transportation. It is not classified as dangerous. Extinguishing media: Use carbon dioxide, foam or chemical dry powder fire extinguishers. When 

there is no other fire extinguishing agent, a large amount of misty water can be sprayed. Once the fire is extinguished, the spill should be cleaned 

up. 
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P5280 & N5912 

PACKAGING SPECIFICATION 
220KGS/drum, blue paint, or zinc coating drums  
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