‘S’ SHUNDA#

TETRA CLEAN

Foam Gun Cleaner

1. IDENTIFICATION

Product identifier Tetra Clean for uncured foam

Solvent-based cleaner for removing uncured polyurethane

Recommended use and restrictions on use . .
foam from dispensing guns and tools.

SHUNDA POLYURETHANE LTD

TEL: 905-754-0568

Initial supplier identifier Toll-Free: 1-855-818-8288

1200 Denison St, Markham, ON L3R 8G6

£. HAZARD INFORMATION

Hazard category (Classification of the Aerosols (Category 2)
substance or mixture) Carcinogenicity (Category 2)

GHS label elements, including precautionary
statements

Signal word: Warning

H222 Extremely flammable aerosol.

H229 Pressurized container: may burst if heated.
H319 Causes serious eye irritation

H3571 Suspected of causing cancer.

Hazard statement

P201 Obtain special instruction before use.

P210 Keep away from heat, hot surfaces, sparks, open

flames and other ignition sources. No smoking.

P211 Do not spray on an open flame or other ignition
Precautionary statement (Prevention) source.

P251 Do not pierce or burn, even after use.

P271 Use only outdoors or in a well-ventilated area.

P280 Wear protective gloves/protective clothing/eye

protection/face protection/hearing protection.

P304 + P340 + P312 IF INHALED: Remove person to fresh
air

and keep comfortable for breathing. Call a POISON
CENTER/ doctor if you feel unwell.

P305 + P351 + P338 IF IN EYES: Rinse cautiously with
water

Response
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for several minutes. Remove contact lenses, if present
and easy to do. Continue rinsing.

P337 + P313 If eye irritation persists: Get medical advice/
attention.

P403 + P233 Store in a well-ventilated place. Keep
container
tightly closed.

Storage P405 Store locked up.
P410 + P412 Protect from sunlight. Do not expose to
temperatures exceeding 50 °C/ 122 °F.
. P501 Dispose of contents/container in accordance with
Disposal

local/regional /national/international regulations.

=3. COMPOSITION /INFORMATION ON INGREDIENTS

Dichloromethane 65% 75-09-2

Dimethyl ether 35% 115-10-6

«<3. FIRST AID MEASURES

If breathed in, move person into fresh air. If not breathing, give

Ifinhaled artificial respiration. Consult a physician.

Remove contaminated clothing and wash off with plenty of

In case of skin contact )
runnlng water.

Rinse thoroughly with plenty of running water for at least 15

In case of eye contact . L
Y minutes and consult a physician.

If ingestion Rinse mouth with water.

- lrritant effects

- Respiratory disorder

- Excessive lachrymation

- Loss of balance

- Vertigo

- Causes serious eye irritation

- May cause drowsiness or dizziness

Most important symptoms and
effects, both acute and delayed

Indication of immediate medical
attention and special treatment N/A
needed, if necessary

55. FIREFIGHTING MEASURES

Suitable extinguishing media Use water spray, dry powder, foam, etc.
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Specific hazards arising from the It can spray flammable gas and the container can burst when it is

chemical heated.

Firefighters must wear air breathing apparatus, fire-fighting suits
Special protective actions for fire- and protective gloves to extinguish in the upwind direction.
fighters Whenever possible, remove the container from the fire to open

space and use spray water to cool unopened containers.

. ACCIDENTAL RELEASE MEASURES

Personal precautions, protective
equipment and emergency
procedures

It is recommended that emergency personnel wear protective
masks and fire protective overalls. Do not touch the spill directly.

Environmental precautions Isolate contaminated areas and restrict access.

Methods and materials for

. . Ensure adequate ventilation in leak area.
containment and cleaning up

= - HANDLING AND STORAGE

There should be sufficient local exhaust in workplace. Operators
should be trained and strictly follow the operating procedures.
Operators are advised to wear normal protective clothing.
Operators should load and unload lightly during handling to
prevent damage to the package. There should be leakage
treatment equipment in workplace.

Precautions for safe handling

Store in a cool, dry, well-ventilated warehouse. Keep away from
fire and heat. Protect from direct sunlight. It should be stored
separately from flammable materials, etc.

Conditions for safe storage, including
any incompatibilities

8. EXPOSURE CONTROLS / PERSONAL PROTECTION

TWA (Time Weighted Average) | (v term Exposure Limit)

Dichloromethane 200mg/m?* /

Appropriate engineering measures Close strictly and provide sufficient local exhaust.
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Individual protection measures

Eye/face protection: Wear a protective mask.

Skin protection: Wear normal protective clothing and
gloves.

Respiratory protection: Air respirators should be worn
during emergency rescue or evacuation.

Thermal hazard: N/A

83. PHYSICAL AND CHEMICAL PROPERTIES

Physical state

Odour

Boiling point or initial boiling
point and boiling range
Lower and upper explosion
limit/flammability limit

Auto-ignition temperature

pH
Solubility

Vapour pressure

Relative vapour density

An iron can contains a

mixture of high-pressure ~ Color Not available

gas and liquid.

Not available Melting point/freezing . ayailable
point

Not available Flammability Flammable aerosol.

Not available Flash point Not available

Not available Decomposition Not available
temperature

Not available Kinematic viscosity Not available
Partition coefficient: n-

Not available octanol/water (log Not available
value)

Not available Dens'lty CICHEIAGERNS Not available
density

Not available

104. STABILITY AND REACTIVITY

Reactivity
Chemical stability

Possibility of hazardous reactions

Conditions to avoid

Incompatible materials

Hazardous decomposition products

11. TOXICOLOGICAL INFORMATION

Information on the likely routes of exposure

Symptoms related to the physical, chemical

and toxicological characteristics

Tetra Clean www.sdpu.ca

Particle characteristics  Not available

Not available

The material is stable in normal temperature.
Not available

Spark, high temperature and static electricity.
Flammable materials

Oxycarbides and chlorides

Ingestion (swallowing), skin/eye exposure and inhalation.

Not available



Tetra Clean

Acute health effect

Chronic health effects

Numerical measures of toxicity (such as

acute toxicity estimates)

- Ingestion can cause symptoms such as nausea, etc.
- Skin contact can cause redness and irritation.

- Inhalation can cause cough and throat irritation.

- Eyes contact can cause redness and irritation.

Not available

Not available

122. ECOLOGICAL INFORMATION

Ecotoxicity (aquatic and
terrestrial, where
available):
Dichloromethane

Ecotoxicity (aquatic and
terrestrial, where
available): Dimethyl
ether

Persistence and
degradability
Bioaccumulative
potential

Mobility in soil

Other adverse effects

Endpoint Test
LC50 96
EC50 48
EC50 72
NOEC 48
LC50 96
EC50 48
EC50 96
NOEC 48

Duration (hr)
Fish
Crustacea

Algae or other
aquatic plants

Crustacea
Fish
Crustacea

Algae or other
aquatic plants

Crustacea

Low (Dichloromethane)/Low (Dimethyl ether).

Low (Dichloromethane)/Low (Dimethyl ether).

Low (Dichloromethane)/High (Dimethyl ether).

Not available

133. DISPOSAL CONSIDERATIONS

Disposal methods

13.1mg/L
1-682mg/L
242mg/L

68mg/L

1-783.04mg/L
>4400.0mg/L

154.917mg/L
>4000mg/L

Dispose this product by safe burial. Damaged containers are prohibited from

being reused and should be buried in the prescribed place.

1. TRANSPORT INFORMATION

UN number
UN proper shipping name

Transport hazard class(es)

Packing group, if applicable

Environmental hazards

UN1950
Aerosols
2.1.

/

/
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Special precautions for user /

Transport in bulk according to IMO instruments /

155. REGULATORY INFORMATION

Regulations on the Safe Use of Chemicals in the Workplace, the Management of Hazardous Chemicals, and
the Work Safety Law have established corresponding provisions for the safe use, production, storage,
transportation, and handling of chemicals.

1E5. OTHER INFORMATION

UN Recommendations on the Transport of Dangerous Good Model Regulations
References
UN Globally Harmonized System of Classification and Labelling of Chemicals

The information in this document is accurate to the best knowledge of Shunda Polyurethane. And applies
only to the specified material. It may not be valid when used with other materials or conditions. Users are
responsible for verifying suitability and conducting tests before use. The Corporation makes no warranties,
expressed or implied, regarding product performance.

Proper surface preparation and application are essential. Substrate moisture, chemicals, or improper curing
may affect adhesion and durability. The Corporation is not liable for any damages or losses from improper
use. Liability is limited to product replacement or refund as per the purchase agreement.
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